WINDING WITH SHUTTER COCKING 120 ` 


JMA1965@ARCHIVE.ORG 


SPECIFICATIONS 


Film:120 roll film. 


Format size: 6 x 6cm (247 x 217 )12 


pictures can be taken with a single 120 roll film. 
Picture-taking lens: f75mm/F3.5, 3-groups, 3 (or 4)-elements 
The aperture range is F3.5-F22. 

Viewing lens: f75mm/F2.8, 3-groups, 3-elements. 

Shutter: 1-1/300 sec. plus “B” 

Flash contact: “X” , all speeds may be used synchronously. 
Viewfinder: Waist-level viewfinder with Fresnel lens and a mag- 
nifier. 

Film advance: Winding crank, format locating automatically. 
The crank advances film with film counting and cocks the shut- 
ter synchronously. JMA1965@ARCHIVE.ORG 

Self-timer: Built-in, approx. 6-14 sec, delay. 

Focusing: Precision Acute Matte focusing screen with central 
split-image spot. The range is lm- © . 

Accessory shoe: Hot shoe. 

Other function: Lock for shutter release button. ( for 4A-107 ) 
Dimensions: 102 x 102 x 146mm. 

Weight: 10108. 
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Push inside the safety lever 
of the locking disk and turn it 
in the direetion “0” (open) as 
indicated by the arrow to open 


the back cover. 


Pull out the upper film spool 
locating plunger and fit the bare 
spool into the chamber then re- 
set the plunger to its original po- 
sition. 


Pull out the lower film spool 
locating plunger and fit the un- 
sealed film into the chamber 
then reset the plunger to its 
original position. 

* Shield the film from direct 
light while loading it. 


Slowly pull out the protective 
paper of the roll and insert its 
front end into the wider slot of 
the spool. 


Rotate the film winding 
crank until the two arrows on 
the protective paper are aligned 
with the red locating index on 
the camera body. 


Close the back cover. turn the 
locking disk in the direction 
“close” until the safety lever 
springs up to be locked. Film 
loading is now completed. 

(Caution) Be sure the lock- 
ing hook is right in the gloove 


of camera. 
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Turn the winding crank in- 
side out and rotate the crank 
clockwise until it stops. The 
number "1” appeared in the 
counter window indicates the 
first frame. Turn back the crank 
to its original position, the cam- 


era is ready for taking picture. 


When you take a subject in mo- 
tion, set faster shutter speed first, 
then select a suitable diaphragm. 

If you want the range behind 
and in front of the subject to be 
sharp, set a diaphragm first, then 
select a suitable shutter speed. 

Set the shutter speed adjusting 
lever and diaphragm setting lever 
as indicated by arrow according 
to the photographing conditions. 


(1) Push open the viewfinder as 
indicated in figure. 
(2) Push the viewfinder cover as 
indicated by the arrow, the mag- 
nifier will spring up automati- 
cally. 

The viewfinder cover returns 


to its original position. 


(3) Look through the magnifier 
and rotate the focusing knob un- 
til the two split-images come into 
one or the main subject image on 
the focusing screen becomes 
sharp. 

(4) After the focusing is done, 
press the magnifier’s frame down 
to its original position, the mag- 
nifier will be locked up automati- 


cally. 


Out of focus 


When you take a subject in mo- 
tion, set faster shutter speed first, 
then select a suitable diaphragm. 

If you want the range behind 
and in front of the subject to be 
sharp, set a diaphragm first, then 
select a suitable shutter speed. 

Set the shutter speed adjusting 
lever and diaphragm setting lever 
as indicated by arrow according 
to the photographing conditions. 
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(1) Push open the viewfinder as 
indicated in figure. 
(2) Push the viewfinder cover as 
indicated by the arrow, the mag- 
nifier will spring up automati- 
cally. 

The viewfinder cover returns 


to its original position. 


To synchronize shutter opening 
with flash firing, just slide the 
flash unit into the hot shoe. 

* If you use flash unit with cord, 
just insert the plug of flash sync. 
cord into the flash socket on the 


camera. 


HOW TO USE j 
(1) All shutter speeds can be used Jê 
synchronously. A shutter speed of 
1/60 sec. ~ 1/125 sec. for flash 
photography may be selected. 
(2) Adjust the aperture accord- 
ing to the guide number of the 
flash unit and the distance to sub- 
ject. (For ISO 100) 

Guide number x Subject 
Distance x Aperture Number 
For example: If the guide num- 
ber is 20(1SO 100)and the subject 
distance is 5 meters, 20 + 5=4, 
the aperture number f4 should be 
selected. 


THE WAYS FOR PICTURE-TAKING 


(1) Holding the camera steadily 
as shown in figure and turn the 
focusing knob for focusing and 
framing with your left hand. 

(2) Press the shutter release but- 
ton gently with your right index 
finger. 

* Caution:When holding the cam- 
era, don't touch the diaphragm 
setting lever and the shutter speed 
adjusting lever. 


Move the cocking lever for 
lock of shutter release button 
until “L”, shutter release but- 
ton is locked. (But this func- 


tion is not fit for release.) 


Push gently the self-timer le- 


ver as indicated by arrow, The 


self-timer will run automatically 
when shutter release button is 
pressed. The time delay is 6~ 
14sec. 


“B”setting is used for long ex- 
posure. 

Set the shutter speed at “B”, the 
shutter will open when you press 


down the shutter release button 


and remain open until you release 
the button. A tripod or other firm 
support and a cable release should 


generally be used at “B”setting. 


When a lens is focused on a 
given subject, there is a certain 
range behind and in front of the 
subject which appears sharp. This 
range is called “depth-of-field”. 

It can be obtained directly from 
the depth-of-dield scale at the fo- 
cusing knob. As shown in figure, 
when the subject distance is 2 
meters and the diaphragm se- 
lected is f/8, the range of depth- 
of-field will be 1.79 to 2.29 
meters approx. 

With focus set at a certain dis- 
tance, the smaller the aperture, the 
greater the depth-of-field; with 
aperture set at a certain value, the 


farther away the point of focus, 


the greater the depth-of-field. 


FILM UNLOADING 


(1) After the twelfth picture has 
been taken, continue to turn the 
winding crank until the protective 
paper of the film has been rolled 
up to the take-up spool. You may 
now open the back cover and take 
out the film. 

(2) Press the safety lever of the 
back cover and turn the locking 
disk in the direction “ O ”(open) 
as indicated by the arrow to open 
the back cover. 


(3) Pull out the upper film spool 
locating plunger and take out the 
film then seal it. 


MAINTENANCE 


Don't cock the shutter or the self-timer when the camera is 
not in use. 

Keep the lens clean always. 

Dust on the Fresnel lens can be wiped out with a soft brush. 
While the camera is packed, the focusing knob should be 
rotated to its œ position. 

Put the camera in a dry, clean and cool place in order to 
prevent it from rusting and moulding. 
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